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Addendum #2 
 

 
Racine County Parks Department 

A New Beach House at Fischer Park 
30326 Durand Avenue 
Burlington, WI 53106 

 
Racine County Purchasing Department RFP #PW-19100 

 
 

RUDIE/FRANK ARCHITECTURE  
A r c h i t e c t s                                       
920 Goold Street      
Racine, WI 53402-4555                            
Phone (262) 634-5565     
 
 

This Addendum is issued to modify, explain, or correct the original drawings and specifications and is 
hereby made a part of the Contract Documents.  Please attach this Addendum to the Specifications in your 
possession.  Insert the number and issue date in the Bid Form. 
 
 

 
ITEM NO. 1: SOLID SURFACE COUNTERTOPS 
A specification section for Solid Surface Countertops (06 61 16 Solid Surfacing – 3 pages long) is included 
as part of this addendum – it was mistakenly omitted from the original bid documents. 
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SECTION 06 61 16 - SOLID SURFACING 
 

 
PART 1 – GENERAL 
 
Drawings and Division One Specification Sections apply to this Section. 
 
1.01 – SCOPE OF THE WORK    
 

A. In general, the work of this Section includes all labor, materials, equipment and services 
necessary to provide the solid surfacing as indicated on the Drawings and/or specified herein. 

 
 
PART 2 – PRODUCTS 
 
2.01 – MATERIALS 
 

A. All items noted on drawings as solid surfacing shall be “Wilsonart Solid Surface” in color as 
selected from manufacturer’s full line of colors. 
 
1. Should a lower price group color be the final selection, the cost difference between the lower 

price color and the highest price color shall be credited back to the Owner. 
 
B. Solid surface sheets shall be ½” (13mm) in thickness. 
 
C. The material shall be homogeneous, not coated or laminated. 

 
D. Provide edge detail as shown on drawings. 

 
2.02 – ACCESSORY MATERIALS 
 

A. Joint Adhesive: “Wilsonart Hard Surface Adhesive” for chemically bonding solid surfacing 
seams. Color shall be complementary to solid surfacing sheet. 
 

B. Elastomeric Sealant: Use a mildew resistant silicone sealant when filling gaps between 
countertops and terminating substrates in wet areas. Sealant shall comply with ASTM C 920, 
Type S, Grade NS. Color shall be complementary to solid surfacing sheet material whenever 
possible. Provide clear otherwise. 
 

C. Siliconized Acrylic Sealant: “Wilsonart Color Matched Caulk” for use when filling gaps between 
countertops and terminating substrates in general areas. Color shall be complementary to solid 
surfacing sheet material whenever possible. Provide clear otherwise. 
 

D. Construction Adhesive: Use a silicone-based construction adhesive as recommended by 
Wilsonart for attachment of backsplashes, endsplashes, etc. 
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2.03 – SHOP DRAWINGS 
 

A. The Contractor shall submit shop drawings which shall show materials, size, shape, edge detail, 
method of assembly, jointing and thickness. Shop drawings must be approved before production 
is started. Submit shop drawings in accordance with contract documents. 

 
B. Submit drawings for review to the Architect within two (2) weeks from date of notice of award.   

 
 
PART 3 – EXECUTION 
 
3.01 – DELIVERY, STORAGE AND HANDLING 
 

A. Coordinate delivery of solid surfacing items when building is ready for installation of said items.  
Deliver to job site, unload, and place where directed by General Contractor. 

 
3.02 – INSTALLATION 
 

A. The installation shall be by Carpentry Contractor and be complete in every respect, including all 
necessary items required for the proper operations and appearance. All joints between pieces 
shall be hairline. 

 
B. Set in place, provide all fasteners and fastening, level and scribe to walls and floors as required 

for first class installation without damage to adjoining materials and surfaces. 
 

C. Site core or cut any openings or access holes as necessary for installation of equipment by others, 
such as sinks, electrical outlets, etc. Coordinate with other trades to ensure proper opening size 
and location. 

 
3.03 – JOB CONDITIONS 
 

A. Field measure to verify all dimensions to be maintained and all other conditions at the building 
with General Contractor before fabrication and installation of solid surface counter tops.   

 
B. Notify General Contractor, with copy to Architect, of any unsatisfactory conditions.  Do not 

proceed with work of this Section until all unsatisfactory conditions have been corrected in a 
manner acceptable to the Contractor for the work of this Section and as required for a first class 
installation. 

 
3.04 – CLEANING AND PROTECTION 
 

A. Clean all solid surfacing components according to Wilsonart’s published maintenance 
instructions. Completely remove excess adhesives and sealants from finished surfaces. 
 

B. Protect completed work from damage during remainder of construction period. 
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3.05 – OPTIONAL MANUFACTURERS 
 

A. Only the following solid surfacing manufacturers may be used at the Contractor’s option: 
a) Corian 
b) Formica 
c) Hi-Macs 
d) Avonite 

 
 

END OF SECTION 06 61 16 
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End of Addendum #2 
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